
Interactive desk mount solution

180° rotation limiter

Dynamic function

Tension 
indicator

Built-in to prevent interference with 
walls or desk partitions

Cables almost entirely concealed 
in upper and lower links

High vertical and horizontal 
reach

to assist 
with mass 
installations

75x75
100x100

8kg (17.6lb)
FLAT & CURVED

AWMS-2-D13
DUAL DYNAMIC MONITOR ARMS ON POST

Workspace Mounting Solutions

10 Year Warranty

For independent dynamic adjustment of 
dual monitors to ~27”. One of the most 
popular office setups. A core application of 

our modular range, leveraging the elegant 

design and high performance functionality 

for a sophisticated workspace result.   

Advanced cable 
management

Upgradable
for laptop tray, 
additional monitor 
arms, and more

Available in silver, black, or white

Tool-free

Monitor heads with 
smooth adjustments:
• Tilt -15° to +40°
• Pan 360°
• Rotation ±90°

Flexible Drop-on monitor
Landscape or portrait 
orientation

Quick release and 
attachment, with 
handsfree VESA function



Atdec Uncover™ is where 
our infinite mounting 
possibilities become your 
specific mounting solutions.

Call us to discuss your next project

Interactive desk mount solution

Ideal for primary-secondary monitor configuration

Ordering guide

2 x AWM-ADTC dynamic arms

1 x AWM-P13 post

AWM-FF F-clamp

AWM-FC C-clamp

AC-GC grommet 

AWM-FB bolt-through

AWM-N notebook tray

AC-MP mini PC mount

AWMS-2-D13 consists of: Recommended desk fixings: Accessory:

Solutions for displays of all kinds.
Atdec Modular enables elegant & ergonomic 
solutions to suit every display in any 
configuration. Including large meeting spaces. 

Set your monitors for focus & ancillary view 
A popular dual monitor configuration has one screen for your primary work, and a secondary screen for alerts that 
may require attention, such as emails and messages. Offset post mount is often recommended for this configuration. 

AWM components are typically available in black, white, and silver. 
Nominate your selection with the addition of -B (black), -W (white), or 
-S (silver) at the end of the main code.

Typical 24”
Monitor Width
545mm (21.46”)

Display
Angle
30°

Display
Angle
30°

Typical 27”
Monitor Width

624mm (24.57”)
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SEE AWMS-2-D13 ONLINE

https://www.atdec.com/awms-2-d13?utm_source=team&utm_medium=brochure&utm_campaign=product&utm_term=&utm_content=

